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The Unconfined Compressive Strength (UCS) Fallura Mode is indicated by (B-Buige, S-Shear, P-Penetromatar)
The SPT (N value) is the sum of the last two biow values In each sampling zone (AASHTO T206)
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GENERAL NOTES

Continuous Seal Neoprene Expansion Joint sholi consist of molded anchor - ,}
blocks of elastomer and steel, field bied over ;s leng of %
elastomeric membrang. See Speciel FProvisions

The alostameric membrone shall be premolded with o single or a
double upward convolution thgt witl have a "memory” to return to ifs molded
position upon jaint closure.

The steel reinforcement must extend up the back face of anchor blocks
when asphalt surfaces are used but (s opfional (n concrefe blockout

The convolution length shall be such that the extended length will not be
greater than the manufactured length when the joint is fully expanded in its
dasign range and will not protrude obove the anchor blocks when e joint is

fully compressed

Jaint g5 sholl be adj n with Article 503071e) of the
Standord Specifications when the deck is poured of an ambient temperatuse other
than S0°F

The parapet and sidewalk fops may be furnished faciory vulcanized to the
roadway membrane provided 1he -centeriine of the convalution is maintoined and
the process and method meef the apuroval of the Engineer
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CONTINUQUS SEAL TYPE
NEOFPRENE - EXPANSION JOINTS

For 2" 25" and 4" Movement
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